
A =3M (10 ft.) B =5M (16.4 ft.) C =10M (32.8 ft.) D =25M (82 ft.) † E =Custom 

27K =2700K 3K =3000K 41K =4100K 55K =5500K R =Red G =Green B =Blue

LED Flex Tape LED / M Voltage
Light 
Output / Ft. Watt / M

Ordering
Increment †

LED 
Type

Cut 
Length

Dimensions 
in mm Colour Temp CRI

Indoor - with 3M sticky tape on the back

FLI-IA*-12-60-3K** 
FLI-IB*-12-60-3K** 
FLI-ID*-12-60-3K**

60 12V DC 145 4.8 3M (10 ft.)

5M  (16.4 ft.)

25M  (82 ft.)

3528 50mm W8 x H1.5 2700K, 3000k

4100k, 5500k

Red, Green, Blue

>90

FLI-ID-24-3K 60 24V DC 145 4.8 25M (82 ft.) 3528 50mm W8 x H1.5 3000k >90

FLI-IB*-12-120-3K** 
FLI-ID*-12-120-3K**

120 12V DC 290 9.6 5M  (16.4 ft.)

25M (82 ft.)

3528 25mm W8 x H1.5 3000k, 5500k >90

FLI-3B-12-48-3K** 48 12V DC 360 11.5 5M  (16.4 ft.) 5050 50mm W10 x H1.5 3000k, 5500k >85

Moisture Proof - with silicone coating, and 3M sticky tape on the back

Waterproof - Jacketed. Includes clips and waterproof connector on both ends

*Use the following code for desired length when applicable:

**When ordering, use designated code for color temperature:

FLO-1A*-12-60-3K** 
FLO-1B*-12-60-3K**

60 12V DC 145 4.8 3M (10 ft.)

5M (16.4 ft.)

3528 50mm W10 x H1.5 3000k, 5500k >90

FLI-2B-12-72-CRV-3K** 72 12V DC 260 7.2 5M  (16.4 ft.) 2835 50mm W10 x H1.5 3000k, 5500k >90

FLI-1B-12-120-CCT 120 12V DC 360 9.6 5M  (16.4 ft.) 3528 50mm W8 x H1.5 2600k to

6500k

>90

FLI-4B-24-224-DTW 224 24V DC 494 18 5M  (16.4 ft.) 2016 62mm W12 x H1.5 3000k dims to

2000k

>90

Flexible linear strip lighting

FLM-3B-12-48-3K** 48 12V DC 360 11.5 5M  (16.4 ft.) 5050 50mm W10 x H1.5 3000k, 5500k >85

FLM-2B-24-120-3K** 120 24V DC 475 14.4 5M  (16.4 ft.) 2835 50mm W8 x H1.5 3000k, 5500k >90

FLI-1B-24-120-3K** 120 24V DC 475 14.4 5M  (16.4 ft.) 2835 25mm W6.5 x H1.5 3000k, 5500k >90
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LED Strip lighting

LED Ultra thin Flexible strip from 

GBL is bright, efficient and 

reliable. It offers excellent color 

quality, high CRI and is fully 

dimmable. cULus Approved.

3 Year Warranty

† Custom lengths available. Contact us with your request.

+ - + - + -

To order please call: Local: 604.216.0448 Toll Free: 1.866.852.7397 © 2018 All rights reserved 
GBL LED Lighting Inc.

GBL LED Lighting



SC3 Jumper SC4 CornerSC2 LeadSC1 Connector

3528

Solderless Connectors   

SC3 Jumper SC4 CornerSC2 LeadSC1 Connector

2835

24VDC Single-color Strip Lighting Accessories Guide

26

12

22.2

26         

20.6

23

10       

12

16

11.2
10       

16       

LL8-L1 (1 meter) / LL8-L2 (2 meter) 
*3528 / 3528-OUT / 2835 / 2835-MP
**All connectors

LL9-L1 (1 meter) / LL9-L2 (2 meter) 
*3528 / 3528-OUT / 2835 / 2835-MP
 **Production lead or solder required

15.2

11.2

LL10-L1 (1 meter) / LL10-L2 (2 meter) 
*3528 / 2835 / 2835-MP
**Production lead or solder required

5.9

30
12.62

13.2

14

25

12.2

17

LL16-L1 (1 meter)
*3528 / 3528-OUT / 2835 / 2835-MP 
**Production lead or solder required 

5.9

25

12.2

17

LL21-L1 (1 meter)
*3528 / 3528-OUT / 2835 / 2835-MP 
**Production lead or solder required 

9

19
16.2          

11.2

5

LL13-L1 (1 meter) / LL13-L2 (2 meter) 
*3528 / 3528-OUT / 2835 / 2835-MP
**All connectors

LL11-L1 (1 meter) / LL11-L1 (2 meter) 
*3528 / 2835 / 2835-MP
**Production lead or solder required

LL22-L1 (1 meter) / LL22-L2 (2 meter) 
*3528 / 3528-OUT / 2835 / 2835-MP
**Production lead or solder required 

Aluminum Channels / Compatible Strip lighting* (Indoor/Outdoor/MP=Moisture Proof) and Solderless Connectors**

SKU VOLTAGE WATTAGE OUTPUT DIMENSIONS WIRING:

24V-150W-O-Driver  100-240V AC 150W MAX 24V DC L9.45 x W2.8 x H1.76 in. HARDWIRE PLUG√

240W MAX 24V DC L9.6 X W2.70 X H1.54 in. HARDWIRE PLUG√

120W LED Power Supply 24V-120W-CV 120V AC 120W MAX 24V DC L7.5 x W3.0 x H3.5 in. HARDWIRE PLUG√

60W LED Power Supply 24V-60W-CV 120V AC 24V DC L4.5 x W2.0 x H1.0 in. HARDWIRE PLUG√

150W LED In/Outdoor Power Supply

240W LED In/Outdoor Power Supply

24V NON-DIMMING DRIVERS

60W MAX
Class 2

SKU VOLTAGE WATTAGE OUTPUT DIMENSIONS WIRING:

96W Magnetic 24V Dimmable 
LED Power Supply 24V-96W-Dim-CVE 120V AC 96W MAX

Class 2 24V DC L15 X W3 X H2.25 in. HARDWIRE PLUG

60W LED Power Supply 24V-60D-CV 120V AC 24V DC L4.5 x W2.0 x H1.0 in. HARDWIRE PLUG

24V DIMMING DRIVERS

60W MAX
Class 2

√

√

LL15-L1 (1 meter)
*3528 / 2835 / 2835-MP
**Production lead or solder required 

240W-O-Driver 100-244V
/27  7V

To order please call: Local: 604.216.0448 Toll Free: 1.866.852.7397 © 2018 All rights reserved 
GBL LED Lighting Inc.
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